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(CPMS). In the event a venturi scrub-
ber exceeds the operating limit in 
§ 63.7790(b)(2), you must take corrective 
actions consistent with your site-spe-
cific monitoring plan in accordance 
with § 63.7831(a). 

(6) Corrective action procedures for 
electrostatic precipitators equipped 
with COMS. In the event an electro-
static precipitator exceeds the oper-
ating limit in § 63.7790(b)(3), you must 
take corrective actions consistent with 
your site-specific monitoring plan in 
accordance with § 63.7831(a). 

(7) Procedures for determining and 
recording the daily sinter plant produc-
tion rate in tons per hour. 

[68 FR 27663, May 20, 2003, as amended at 71 
FR 39585, July 13, 2006] 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.7810 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the emission limitations and operation 
and maintenance requirements in this 
subpart at all times, except during pe-
riods of startup, shutdown, and mal-
function as defined in § 63.2. 

(b) During the period between the 
compliance date specified for your af-
fected source in § 63.7783 and the date 
upon which continuous monitoring sys-
tems have been installed and certified 
and any applicable operating limits 
have been set, you must maintain a log 
detailing the operation and mainte-
nance of the process and emissions con-
trol equipment. 

(c) You must develop a written start-
up, shutdown, and malfunction plan ac-
cording to the provisions in § 63.6(e)(3). 

[68 FR 27663, May 20, 2003, as amended at 71 
FR 20468, Apr. 20, 2006] 

INITIAL COMPLIANCE REQUIREMENTS 

§ 63.7820 By what date must I conduct 
performance tests or other initial 
compliance demonstrations? 

(a) You must conduct a performance 
test to demonstrate initial compliance 
with each emission and opacity limit 
in Table 1 to this subpart that applies 
to you. You must also conduct a per-
formance test to demonstrate initial 
compliance with the 30-day rolling av-

erage operating limit for the oil con-
tent of the sinter plant feedstock in 
§ 63.7790(d)(1) or alternative limit for 
volatile organic compound emissions 
from the sinter plant windbox exhaust 
stream in § 63.7790(d)(2). You must con-
duct the performance tests within 180 
calendar days after the compliance 
date that is specified in § 63.7783 for 
your affected source and report the re-
sults in your notification of compli-
ance status. 

(b) For each operation and mainte-
nance requirement that applies to you 
where initial compliance is not dem-
onstrated using a performance test or 
opacity observation, you must dem-
onstrate initial compliance within 30 
calendar days after the compliance 
date that is specified for your affected 
source in § 63.7783. 

(c) If you commenced construction or 
reconstruction between July 13, 2001 
and May 20, 2003, you must dem-
onstrate initial compliance with either 
the proposed emission limit or the pro-
mulgated emission limit no later than 
November 17, 2003 or no later than 180 
days after startup of the source, which-
ever is later, according to 
§ 63.7(a)(2)(ix). 

(d) If you commenced construction or 
reconstruction between July 13, 2001 
and May 20, 2003, and you chose to com-
ply with the proposed emission limit 
when demonstrating initial compli-
ance, you must conduct a second per-
formance test to demonstrate compli-
ance with the promulgated emission 
limit by November 17, 2006, or no later 
than 180 days after startup of the 
source, whichever is later, according to 
§ 63.7(a)(2)(ix). 

§ 63.7821 When must I conduct subse-
quent performance tests? 

(a) You must conduct subsequent per-
formance tests to demonstrate compli-
ance with all applicable PM and opac-
ity limits in Table 1 to this subpart at 
the frequencies specified in paragraphs 
(b) through (d) of this section. 

(b) For each sinter cooler at an exist-
ing sinter plant and each emissions 
unit equipped with a control device 
other than a baghouse, you must con-
duct subsequent performance tests no 
less frequently than twice (at mid-term 
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